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Technical Data Sheet

EBUSSETTY

WOLPONAL FINISH

Chemical composition

Condensationpoduct of naturl oty cids withsddtves

Application
Fibre protecion nd specal insing agent
forthe et trestment o cuterwesr.
WOLPONAL FNSH avoids sze skterston
duringdyingproceses.

Distinc clering, dispering and emsifying
effectsbackuphe ffeciveness o the used
detergent. Colours stay brilant and cler
Givesa sof, Fll Fel andsuppors hecrease

recovry ofthe textles.
Theproduct works ¢ evry emperature.
Properties

Appearance: Lohebrown
Dersy G0 spprox 10 gl
prale(10% n water: appox.7
charge: micedonkc

Dosage
Afte the cleaing process n the machine in
the s v bt

use
Th time of trestment should not b less
80 S minates with st of 1:4- 15,

Dossae:
Colldos fibresand kit wese:

20 WOLPONAL FINISH/X goods

tentes wih wool:
40 WOLPONAL FINISH kg goods

‘working dthes:
3050 ml WOLPONAL FINISH/ kg goods

Use-Level
The optinized dosing level s o be
dererminedbytests.

Storage 12 monts i orignally sesled pckaging t room temperature (10 ~25°C). The produt s
senstive o reeze and heat. Avod direct su lght Prlonged storage may cause 3 phase separaton In
tha case e recommend to homogeris th poduct thoroughly by using 3 low speed stirer Permanent
tiingand ghshe rates have o be prevented.

Packagi
~ eco-baxa2)
C eeansy
- PEdrum with scrow up Q201 Lng?)
- Container (5C 10000)
ey




